® TRANSCENSION
.. Show Control

AR-32

ARCHITECTURAL SYSTEM

LAN-cable(RJ45)
(Included)

AR-32P

(Junction Box )

AR-32C ////

(Controller/Keypad)

Web site: www.prolight.co.uk
E-mail: sales@prolight.co.uk
24-004-2168-00Rev1.0
Draft Date:18-May-2007






Table of Contents

AR-32C Pagel—Page3
AR-32P Paged4—~Page5

AR32 Configuration Software Operating Guide
Page6—Pagel2



About AR-32 Architectural System

Introduction:

Thank you for your purchasing the Transcension AR 32-Architectural System. To optimize the performance
of this product, please read these operating instructions carefully to familiarize yourself with the basic
operation of this system. The Transcension AR-32 is simple to use, architecture recorder system. All
system components have been tested at the factory before being shipped to you. Please simply connect the
LAN-cable between your AR-32C and AR-32P, then you're ready to go!

Unpacking:

The AR-32 has been thoroughly tested and shipped in perfect working condition. Please take a few minutes
to carefully inspect the system carton for damage that may have occurred during shipping. If the carton
appears to be damaged, carefully inspect each system component for damage, in the case that damage is
found, please contact our customer support center, listed below, for further instructions. The AR-32 system
carton should includes the following:

1 AR-32C(Keypad)

1 AR-32P(Junction Box)

1 AR-32 Remote

1 LAN-cable(RJ-45)

1 User's Manual

Customer Support:

Every effort has been made to design dependable and reliable products. New products are constantly being
designed to meet the needs of the entertainment lighting industry. Your comments regarding our products
and services are welcome. Transcension will provide set up help and to answer any question should you
encounter problems during you set up or initial operation. You may also visit us on the web at
www.prolight.co.uk for any comments or suggestions. And please send us an e-mail to
sales@prolight.co.ukand let us know how to improve to better serve you. It is both a privilege and a
pleasure serving you.

Caution!

There are no user serviceable parts inside this unit. Do not attempt any repairs yourself, doing so will void
your manufactures warranty. In the unlikely event your unit may require service, please contact your nearest
Transcension dealer.

Do not discard this carton in the trash, please recycle when ever possible.

Upon unpacking, carefully inspect your unit for any damage that any have occurred during shipping.
If damage may have occurred, do not plug the unit in, please contact your dealer as soon as possible.

This unit incorporates a remote control with all
functions and controls. So it is possible to access
to all shows choosing page and show. Also this
remote control allows to select operation mode
(Auto/Manual) and off the unit.
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About AR-32C

Main Features

Wall mounted & free standing available.

With USB port to communication with PC for linking use

Allows to convert the edited flash file(.swf) into file (.scn) and record in AR-32C, create a new scene.
As a real-time recorder, allows external DMX signal to convert to flash file(.scn) and record in AR-32C.
Built-in real time clock & calendar allows to edit events and set triggering time for each SHOW.

Up to 248 files but not over 128M recorded in memory to control DMX signal files.

Allows up to 32 Shows can be created and assigned by customizing flash scenes with DMX address
setting and fadetime selection. by performing AR32 configuration software on PC.

DMX Controlling Mode and Time Trigger Mode and Manual Mode available for playback shows.
Infrared Remote functions (AR-32 Remote included).

® Power Failure Memory.

Product Complete View

1.SHOW1~8 buttons: To playback Show1-8 in the relative page which you wish to playback shows in
Manual Mode.

2.SHOW Indicators: To indicate the corresponding SHOW activity and state, its indicator will illuminate in the
Manual Mode when the selected show is engaged.

3.PAGE1~4 buttons: To access your desired pages which you wish to playback your desired shows.
4.PAGE Indicators: Its indicator will illuminate when your desired page is engaged.

5.AUTO/MANUAL button: Access to Auto or Manual function mode.

6.AUTO/MANUAL Indicator: The red indicator indicates the Auto function mode has been engaged currently
and the blue one for the Manual function mode.

7.0FF button: To close the current Show in Manual function mode.

8.0FF Indicator: The desired show has been closed when OFF indicator illuminates.

9.MASTER UP button: Continuously tapping this button, allows to increase the intensity of overall output.
10.MASTER DOWN button: Continuously tapping this button, allows to decrease the intensity of overall
output.

11.Infrared Sensor: To receive infrared remote signals.

12.USB Port: For communication to PC.
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